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IYARI
1- Uriinis sokmeyiniz, higbir pargasini gikartmayiniz. Cihazi suya ya da herhangi bir siviya maruz birakmayiniz. Eger béyle bir durum gerceklesirse,
bilgisayar le olan baglantiy: kesiniz ve bakima veriniz.
2- Aliciy! 1slak ellerinizle fise takip/gikarmayiniz.
3- Uriinii 151 kaynagina yakin yerlere koymayiniz, yiiksek sicakliklara maruz birakmayiniz.
4- Uriini yilksek elektromanyetik dalga iceren bolgelere koymayiniz. Yiksek elektromanyetik dalga iriinin ve dahill verinin zarar grmesine sebep olabilr.

Standart parametreler
1. Galisma frekans! : 27MHz

2. Galisma voltaji : DC 3.0V

3. Galisma akimis 20mA

4. Statik akim STmA

5. Uyku zamani :<8 Dk.

6. Alic mesafesiz Masaiistiinde 2.5M 2Farkl masastinde 1.2M 2 Avug iginde iken 1.8M

Sistem Gereksinimleri
1. Uyumiu IBM PC/AT'ye uygulanabilir

2.Iletim sistemi: windows Vista/XP/2000/ME/98/NT Macintosh Mac OS8.6
3. Arayiiz: USB

Kablosuz Mouse Ayar Rehberi
Kablosuz mouse ayarlari igin, asagidakileri uygulayiniz:
a. Batarya bslimi kapagini aginiz
Bataryay! takiniz. Batarya kutuplarinin dogru oldugundan emin olunuz.
. Batarya bolimi kapagini kapatiniz.
Mouse tabanindaki anahtarin acik olup olmadigini kontrol ediniz.
Aliciyr bilgisayarin USB portuna takinz
Aliciy1, monitor, harici depolama aygit gibi elektronik cihazlardan uzak kisimiara yerlestiriniz.
Bilgisayariniz agik ise, isletim sisteminiz otomatik olarak yakin gegmiste ayarlanmis kablosuz optik alici olan, kisi arayiiz cihazin yerlestirecek.
Alicnin “CONNECT" tusuna basiniz.(not: Tusu basil tutmayiniz, bir kez basip, birakiniz.) Alici LED' sirekli olarak yavas bir sekilde yanip sonmeye
baslayacakt.
. Eger mouse LED 15ig siirekli olarak hizli bir sekilde yanip sonerse, Mouse'un “CONNECT"
tusuna basiniz
Kisa siirede (10 - 15 saniye), alici LED 1531 sabit duruma gelecektir. Bu durum, mouse ve alicinin senkronizasyonunun tamamlandigini gosterir. Eger
mouse tusuna basar, mouse'u hareket ettiirseniz, mouse LED 15131 tekrar yanip sonmeye baslayacaktir. Bu baglantinin normal olarak saglandigini gosterir
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Mouse rahat hareket etmiyor ya da baglant basarisiz ise, alici baglantisini kesip tekrar baglayiniz ve sonraki durumu kontrol ediniz. Eger problem devam
diyorsa, batarya degistirmeyi deneyiniz




Sinyal Kodlarini De,
Not: Bataryayi degistirdikten sonra ya da bataryanin ilk kullanimindan sonra baglantiyi tekrar yapiniz. Cihazlar
arasindaki karsilikli parazitienmeyi 8nlemek icin, sinyal ID kodu ile bilgisayari eslestiriniz. Cihazlar arasinda
parazitienme varsa sinyal kodunun degismediginden emin olunuz. Eszamanli olarak goklu mouse kullanilirsa,
varolan cihazlar arasinda karisma olur.

1. Mouse'un “CONNECT" tusuna basiniz;

2. Daha sonra alicinin “CONNECT” tusuna basiniz.

Mouse'un herhangi bir tusuna basiniz ya da mouse hareket ettiriniz. (goklu mouse kodu baglantisi i¢in zaman
araligi 1-2 saniyedir.)

Not: Mouse kullanimi sirasinda, yaklasik sekiz dakika kadar higbir tusa basiimaz ya da mouse hareket ettirimez

ise, mouse gii¢ koruma uyku moduna gegecektir. Mouse yalnizca hareket ettirilirse, higbir fonksiyon géstermeyecektir.
Normal galismaya dénmesi igin, herhangi bir tusuna basmalisiniz. Uzun siire bos kaldiginda ya da veri transferi
sirasinda kullanmak icin, tabanina yerlestirilimis bir enerji koruma ON/OFF anahtarina sahiptir. Mouse'u kullanmadan
o6nce bu anahtarin agik oldugundan emin olunuz.

Pratik Goziimler

. Baglanti yapilamadigi zaman, batarya in yeterli olup z.

. Mouse hareket ettirilirken, alici simge 15191 yanip soner, fakat |m|e§: hareket etmezse allclyl cikarip-takiniz, USB

portu degistiriniz ve tekrar deneyiniz.

Miimkiin olan kullanim aralig igin, aliciyr, ekrandan ya da harici cihazdan 8 ing ya da 20 cm uzaga yerlestiriniz.

. Calismada aksaklik varsa, alici ve mouse arasindaki mesafeyi kisaltiniz. Mouse ve alici arasindaki mesafe 1.2
metreyi gegmemelidir. EGer problem hala devam ediyorsa, bataryayi degistiriniz, aliciy! gikarip/ takiniz ya da mouse
ve alici baglantisini tekrar yapiniz.

. Mouse bataryasi degistirilirken, olusan galisma hatasi otomatik sifrelemeden dolayidir. Eger bilgisayariniz baska
mouse ile ayarlanmis ise, baglantiy! yeniden yapiniz.
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Feragat
Kilavuzda bahsedilen yazilim ve donanim konularinin haber verilmeksizin degistirilme hakki saklidir.

Uyar
5n, kablosuz platformu kullanmayiniz ve ugaktaki elektronik cihazlar ile karismayi énlemek igin bataryayt
mouse 'tan gikariniz.
1. Kablosuz platformu tehlikeli yerlerde kullanmayiniz. (6rnegin, gaz istasyonu).

Uyan

| & 2st edildmistir ve FCC kurallari bélim 15'e uygun olan B sinifi cihaz I\mltlerl ile uyumlu oldugu goriimistir.
Bu limitler zararli parazitienmelere kargi makul 1 igin - Bu cihaz, radyo frekans enerjisi
iretir, kullanir ve yayabilir, eger talimatiara uygun bir sekilde kurulmaz ya da kullaniimazsa, radyo iletisimleri igin
zararl parazitlere sebep olabilir. Bununla birlikte, dikkatli kurulumlarda da parazit olusmamasi garanti edilemez.
Kullanici, asagidaki 6lgtilere dikkat ederek, parazitlenmeleri giderebilir:

— Alici anteninizin yéniini ve yerini degistiriniz.

— Cihaz ve alici arasi ayirmayi artiriniz.

— Cihazi alicinin baglandigi elektrik gikisindan farkli yere baglayinz.

— Yardim igin TV/Radyo konusunda tecriibeli bir teknik servise bagvurunuz.
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USER’S MANUAL

YN
— Warning

A warning sign for possible damage to human and/or product functions due to improper use

i\
o Warning

1 Do not disassemble the product or remove any parts.

2 Do not put the product into water or any liquid. Should this happen, take the product off computer and contact
your vendor or after-sales service center for maintenance.

3 Do not plug and/or unplug the receiver with wet hands to avoid electric shock.

4 Do not put the product close to heat source, or expose it to high temperature.

5 Do not put the product where the electromagnetic wave is strong. Strong electromagnetic wave will cause
damage to the product or internal data.

Packaging list

1 One wireless optical mouse.
2 One receiver.

3 Two AAA alkaline batteries.
4 One user's manual.

Standard parameters of mouse emitter

1. Working frequency : 27MHz

2. Working voltage : DC3.0V

3. Working current <20mA

4. Static current<1mA

5. Sleep time : <8 Min

6. Receiving distance=2.5M on the same desktop; 21.2M on the different desk; 21.8M hold in the palm.

System Requirements

1 Applicable to IBM PC/AT Compatible

2 Operating system: windows Vista/XP/2000/ME/98/NT,Macintosh Mac 0S8.6
3 Interface: USB

Wireless Mouse Set Up Guide
To set up your wireless mouse, please proceed as follows:

a. Remove the lid of the battery compartment.
b. Insert the batteries. Please check that the polarity of the batteries coincides with the corresponding marks
inside the compartment.
.Replace the lid of the battery compartment.
. Check that the switch on the mouse base is turned ON.
. Connect the receiver to a free USB port of the computer.
Place the receiver at some distance from other electronic units, such as the monitor or any external storage
unit. If your PC is turned on, the operating system will automatically locate the recently set up human interface
device (HID), that is, the wireless optical receiver.
Press the receiver's “CONNECT” button (note: do not keep the button pressed, just press it once and release
it immediately). The receiver's LED light will start to continuously flash slowly.
g. Press the mouse's "CONNECT" button: the receiver's LED light will start to continuously flash rapidly.
Shortly (10 — 15 seconds), the receiver's LED light will be solid. This indicates that the mouse is
synchronised with the receiver.
If you press now the mouse's button, or move the mouse, the receiver's LED light should start to flash.
This means that the connection is working properly.
If the mouse does not move smoothly, or the connection has failed, disconnect and reconnect the
receiver, and then check its status; if the problem persists, try using new batteries.

oao




Change Signal codes

Note: please make the connection again after battery replacement or for the first-time use of the battery.
To avoid mutual interference between equipment, one computer matches with 1D code of related signal.
When interference between equipment exists, be sure to change signal code. Interference between
equipment occurs only when multiple mice are simultaneously used.

1 Press “CONNECT” button of the mouse;

2 Then press “CONNECT" button of the receiver.

3 Press any button of the mouse or move the mouse (for multi-mice code connection, time interval is
1-2 seconds).

Note: During use of the mouse, the mouse will enter power-saving sleep state if you don't move the mouse

or press any button of the mouse over eight minutes. The mouse will not function if you move the mouse only.

You need to press any button of the mouse (usually press left button) and the mouse will be wakened up and
enter normal use state.

The mouse is also fitted with an energy-saving ON/OFF switch on its base, to be used during transport or
when idle for long periods of time.

Always ensure that the switch is turned ON before using the mouse.

1 Press “CONNECT” button of the mouse;

2 Then press “CONNECT” button of the receiver.

3 Press any button of the mouse or move the mouse (for multi-mice code connection, time interval is
1-2 seconds).

Note: During use of the mouse, the mouse will enter power-saving sleep state if you don't move the mouse

or press any button of the mouse over eight minutes. The mouse will not function if you move the mouse only.

You need to press any button of the mouse (usually press left button) and the mouse will be wakened up and
enter normal use state.

The mouse is also fitted with an energy-saving ON/OFF switch on its base, to be used during transport or
when idle for long periods of time.

Always ensure that the switch is turned ON before using the mouse.

--Reorient or relocate the receiving antenna.

--Increase the separation between the equipment and receiver.

--Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
--Consult the dealer or an experienced radio/TV technician for help.




