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HOPARLORLERIN KONUMU

Hoparlérleri dogru yerlestirmek ¢ok énemlidir. On hoparlorlerinizi merkez hoparloriin
sagina ve soluna en azindan 2 metre araliklarla yerlegtiriniz. Merkez hoparlor 6n yuzu
size bakan televizyonun Ustlnde veya altinda durmalidir. Surround hoparlérleri
kulaklarinizin 1 metre kadar yukarisinda duracak sekilde oturdugunuz yerin arkasina
yerlestiriniz.

HOPARLOR KABLOSU

1.5 mm- 2mm ¢apl yuksek kaliteli(oksijenden arindiriimis) kablo kullaniniz. Kablonun
plastik kaplamasinin Ustunde arti kutuplu kabloyu gdsteren bir isaret olmasina dikkat
ediniz. Bu gok 6nemlidir, gunku hoparlorlerinizin kirmizi-siyah baglantilarini yanhs
yapmaniz sonucunda faz kaymasi olusabilir. +arti kutbun + ya baglanmasina dikkat
ediniz. Yanhg baglanti aletin bas tepkisini azaltacak ve hoparlorlerin ses 6zelliklerini
degistirecektir.

BANANA FiS KONEKTORLERI

On hoparlérlerin uglarinda Banana fis konektorleri bulunur. Firmanizdan dogrudan
dogruya kablonun ve fisin uglarindaki soketlere takilmis oldugu Banana figleri satin
alabilirsiniz. Ucun altinda genis ¢apli bir delik vardir. Eger Banana figlerini
kullanmiyorsaniz kaplamayi kablodan 15 mm kadar kesin, ucun vidalarini sokun ve
kabloyu deligin icinden gegirerek itin. Ucun gergin birakin. Tum uglarin gergin olmasina
O0zen gosterin. Gevsek olmalari durumunda statik sese neden olabilirler.

STANDART HOPARLOR BAGLANTISI

Alicidaki kirmizi +'y1 hoparlordeki kirmizi +'ya, siyahi da ayni sekilde siyaha baglayin.
Merkez ve arka surround hoparlorleri alicinizin talimatlarina uygun olarak yerlerine baglayin.
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Placement Of Speakers

Speaker placement is very important. You should have your front speakers at least
2 metres detach left and right of the centre speaker. The centre speaker either sits
on top or under the Television facing you. The surround speakers should be placed
either side slightly to the back of your seating position about half a metre above
your ears.

Speaker Wire

Use good quality speaker wire (Oxygen Free Cable)around 1.5 to 2mm in diameter
with a trace or marking onthe plastic coating to determine which is the positive wire.
This is very important, because if you connect your speakers red to black on 1
speaker you will have what we call (out of phase). You must ensure that positive
+ goes to positive +. If you connect the wrong way it will reduce the bass response
and change the characteristics of the speakers sound.

Banana Plug Connectors

The terminals on the front speakers have Banana plug sockets. You can purchase
Banana plugs from your store that fit the wire and plug directly into the sockets on
the terminals. There is also a large diameter hole under the terminal. If you are not
using Banana plugs cut the coating from the wire about 15mm, unscrew the terminal,
push the wire through the hole and do the terminal up tight. Make sure all terminals
are tight. If they are loose that can cause a static type of sound.

Standard Speaker Connection

Connect red + from your receiver to red + on the speakerand black - to black - the
same way. Connect the center and rear surround speakers to the connections as
shown on the Receivers instructions.



