GoldMMMaster

K-852
Multimedia Kablosuz Klavye ve Mouse

www.goldmaster.com.tr




Uriiniimiizii sectiginiz icin tesekkiir ederiz.
Kullanim 6ncesi kilavuzu okuyunuz.

Paket igerigi

OFFICE OFFICE Sarj aleti ve
multimedia klavye mouse Alict ayagi
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Kullanma Kilavuzu Stirticti Cd’si Iki gift pil




Uriin Ozellikleri

Yiiksek RF wireless teknolojisi

18 office fonksiyon tusu

Dahili Mouse

Kullanish multimedya tuslari tasarimi

Mouse i¢in 800CPI ¢oziiniirlik

4000 frames/sn tarama orani

32 office kisayolunu destekleyen 5 programlamlanabilir tus

Siiriicii Kurulumu

Kisayol tuslar1 fonksiyonlarindan tam olarak faydalanmak igin, klavye
stirici kurulumunu mutlaka yapiniz. Paket icerisindeki CD’nin kurulumunu
yapmak i¢in asagidaki adimlar takip ediniz:

1. Olusabilecek herhangi bir problemi 6nlemek i¢in, bilgisayarinizdaki

daha 6nceden kullanilan klavye siiriiciilerini kaldiriniz.

2. Cd’yi CD-ROM siiriiciiye takiniz. CD otomatik olarak ¢alisacaktir. Tlk pencerede tanitim ve
bazi se¢ili maddeler vardir. Kurulum ve hedef se¢gmek i¢in, kurulum islemi otomatik olarak
baslayacaktir. Eger CD otomatik olarak baslamaz ise, Baslat>Calistir kismini seginiz ve dogru
stiriicliyli segerek programi baslatiniz ya da Bilgisayarimdan CD siirticiiyii se¢ip, set up kismia
tiklayarak programi baslatiniz.

3. Penceredeki talimatlari takip ediniz, kurulumu bitirmek i¢in NEXT

kismina tiklayimiz.

4. Kurulum otomatik olarak asagidaki adrese yapilacaktir.

C:\Programs Files\Netropa

5. Kurulum tamamlandiktan sonra, bilgisayarinizi yeniden baglatiniz. Gérev ¢ubugunun
sag kisminda 5 simgesi goriildiigiinde, Office Multimedia Klavye siiriiciisii kurulmus
demektir.

6. Bu simgeyi tiklayarak kisayol tuslarini, istediginiz bir uygulama ya da istediginiz bir
websitesi olarak ayarlayabilirsiniz.

7. Bu program, hard diskinizde oldukca az yer kaplayacaktir.




Pil Kullaninm

= Kablosuz mouse iki adet sarj edilebilir AAA (7#) Ni-H pil kullanmaktadir.

= Kablosuz klavye iki adet AA (5#) alkaline pil kullanmaktadir.

= Kablosuz mouse ya da klavyeyi kullanmiyorsaniz, pillerini ¢ikariniz soguk ve kuru bir yerde
muhafaza ediniz.

= Piller garanti kapsami digindadir.

= Mouse sarj aleti yalnizca AAA (7#) sarj edilebilir Ni-H piller ile uyumludur.

= Pillerde herhangi bir akinti, sizint1 varsa, pilleri kullanmayiniz ve sarj etmeyiniz.

= Eger bir yildan fazla kullanmamus iseniz, Ni-H piller etkisiz duruma gelmis olabilirler. Bunun i¢in
arada bir sarj ve desarj edilmesi onerilir.

Pilleri Mouse’a Takma

1. Mouse’un alt kismindaki parcayi sekilde gosterilen ok yoniinde itiniz. Daha sonra mouse

batarya kapagini ¢ekiniz.

3. Batarya kapagin1 tekrar kapatiniz.




A. Alic1 Pillerini Takma

1. Alt kisimdaki parcay1, resimde gosterildigi gibi tirnaginiz ile itiniz ve batarya kapagini
aginiz.

3. Batarya kapagini dikkatlice kapatiniz.

B. Sarj A¢iklamasi
1. USB portu bilgisayara takiniz.

2. Sarj basladig1 zaman, i¢ kistmdaki yesil 151k yavas bir sekilde {i¢ kez yanip sonecektir.
Bu sarj isleminin denetlenmesi anlamindadir.

3. Eger durum normal ise, 151k sarj durumunu simgelemek i¢in hizl bir sekilde yanip sénmeye
baslayacaktir.

4. Sarj islemi bittikten sonra 151k normak yanacaktir.

5. Isik yavas bir sekilde yanip sonmez ya da hizli yanip sonme durumuna gegmez ise, anormal

bir durum var demektir.




Klavye Pillerini Takma
Alier 151k simge anlamlari

1. Alt kisimdaki pargayi, resimde gosterildigi gibi tirnaginiz ile itiniz ve batarya kapagini o )
1. COM: iletisim 15181/diisiik voltaj uyari 15181
¢ekerek aciniz. p
= Mouse ya da klavyeden pozitif sinyal alindig1 zaman, 151k yanacaktir.

" Kablosuz mouse ya da klavye diisiik voltajli ise, alictya uyari sinyali gonderilcektir.
COM 15181, sinyaldeki uyar1 kodu yok oluncaya kadar devam edecektir.

2. NUM: Say1 tuslar1 simgesi

3. Caps: Biiyiik harf simgesi
2.1ki adet AA pili sekilde gosterildigi gibi yerlestiriniz. 4. Scroll: Scroll lock simgesi

5. OFFICE: OFFICE simgesi

3. Batarya kapagini dikkatlice kapatiniz.




Mouse/Klavye ve Alici1 Arasinda Baglantinin Saglanmasi

Klavye ve alict arasinda 256 n1in iizerinde baglant1 kanali (ID) vardir. Bu durum mouse ve
alic1 iginde aynidir. Her bir kanal atama isleminde, bir 6nceki kanal atama degisecektir.
Ayrica, mouse ve klavye alict baglantisi farkli ve birbirinden bagimsizdir. Bunun anlami

alic1 klavye ve mouse’tan sinyal alabilir. demektir. Asagidaki durumlarda, baglantiy1 yapabilirsiniz;

» [lk kullaniminiz ise;
= Tekrar kurulum ya da batarya sarj1 sonrasi ise;

= Baska kisiler aynt mouse ve klavyeyi kullanmis, onlarin baglantisi ile karisiklik olusmus ise;
= Baska kisiler sizin baglantinizi farkinda olmadan kurmus ve basarisiz olmus ise

Mouse ve Alic1 Arasinda Baglanti Kurulmas

1. Mouse’un alt kismindaki CONNECT tusuna
basiniz. (<2 saniye).

2. 5 saniye iginde, alicitdaki CONNECTtusuna
basiniz. 10 saniye bekleyiniz, Eger baglanti
kurulmus ise, mouse normal olarak ¢alisacaktir.
Ayni zamanda Baglanti LED’i yanacaktir. Eger

baglanti yapilmaz ise, adimlari tekrar uygulayiniz.

Hatirlatma: Tlk adim icin, 3 saniyeden daha uzun
basarsaniz, mouse manuel olarak kapacak ve baglanti
kanali durumunu degistirmeyecektir. Mouse ve alict
arasinda kanal baglantis1 yapmaniza gerek kalmayacaktir.




Klavye ve Alic1 Arasinda Baglanti Kurulmasi

1.Klavyenin sag tarafindaki CONNECT tusuna bir kez basiniz (< 2 saniye).

CONNECT Tusu

2. 5 saniye i¢inde, alictdaki CONNECT tusuna basiniz. 10 saniye bekleyiniz, Eger
baglanti kurulmus ise, klavye normal olarak ¢alisacaktir. Aynt zamanda Baglantt LED’i
yanacaktir. Eger baglant1 yapilmaz ise, adimlar1 tekrar uygulaymiz.

Ozel Fonksiyonlarin Ayari

1. Siirticii tamamen kurulduktan sonra, gorev ¢ubugunun sag alt kosesinde '}j simgesi
goriilecektir. Bu durumda sistem varsayilanlari; MSN’i ‘page up’, fonksiyonu, Webcam’i
de ‘page down’ fonksiyonu seklindedir.

2. "'j Simgesine tiklayip, ‘Office Keyboard’ kismin1 se¢iniz asagida goriilen tus
yapilandirma penceresi goriilecektir.
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3. Kullanict penceresini agmak i¢in ‘page up’ kismini seg¢iniz. © Launch Aplicatios or Website’

kismini se¢iniz ve daha sonra MSN programi pozisyonunu gostermek i¢in Browse kismina

tiklayiniz. Son olarak ayarlar1 kaydetmek ve bu pencereden ¢ikmak i¢in Ok’yi tiklayimiz.

MSN fonksiyonu basaril bir sekilde ayarlanmis olacaktir. Ayni islemi ‘www Forward’ kismini

secerek Webcam igin yapiniz. Webcam fonksiyonu ayarlanmis olacaktir. ( Hatirlatma: Ayarlari
yapmadan 6nce, bilgisayarinizda MSN ya da Webcam yazilimlarinin oldugundan emin olunuz.

Eger yok ise, 6ncelikler MSN ve Webcam kurulumlarini yapiniz, daha sonra bu ayarlar1 gerceklestiriniz.)

Configure Button 5 x|
Button Label:  |msnmegr

£ Functions

Calculator =l

& Launch Application or ‘Website

Application Path or UAL:

[C:AProaram FilsstMSN Messangstmsnmsar sxs

Browse
! DK | LCancel |

4. MSN ve Webcam kullanimina dogrudan ulagmak igin, MSN ve Webcam tuslarini
kullanabilirsiniz.
Uyari: Eger siirticti yazilimini kaldirip, tekrar kurarsaniz, ayni adimlart tekrar ediniz.

5. Kullanicr tuslart ayni adimlara gore yapilir. Kullanici tuslart fonksiyonlar arasindan
resimdeki gibi belirlenebilir;

Configure Button 3 x|

Button Lahet I
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Mouse Uyku Modu:
Kullanim 8 dakikadan fazla olarak durdurulursa, mouse uyku moduna girecektir.

Mouse’u Uyandirma :
Uyku modunda, herhangi bir tusa basarak ya da tekerlegi ¢cevirerek mouse’u uyku modundan
¢ikarabilirsiniz

Mouse’u kapatma :

Connect tusuna 3 saniye kadar basarsaniz mouse kapanacaktir. Tekrar bastiginizda
acilacaktir.

Pratik Coziimler

= Aliciy1 bilgisayara dogru bir sekilde bagladiginizdan emin olunuz.
= Pilleri dogru bir sekilde taktiginizdan emin olunuz.

= Mouse/klavye ve alic1 arasindaki baglantiy1 dogru yapiniz.

= Alict ve mouse/klavye arasindaki mesafeyi azaltiniz.

= Batarya voltajlarinin yeterli olup olmadigini kontrol ediniz.

Calisma Sartlar:

® Karigmalari dnlemek ve normal bir performanss saglamak i¢in, aliciyl, bilgisayar kasasi,
monitdr, harici disk siiriicii ya da diger elektriksel cihazlardan en az 20cm uzaga koyunuz.

® Radyo dalgalart metal cisimlere niifuz edemeyecegi i¢in, mouse, klavye ve alict yakinina
metal bir cisim koymayiniz.

® Alicy, klavye ve mouse arasina metal cisimler koymayniz.

= Verilen mesafeler normal radyo dalgalar1 karigmasi sartlar altinda test edilmistir.
Genellikle mesafe uzaktir, eger motor, makine gibi karigikliga neden olacak

cihazlar var ise, bu mouse hareketlerini yavaslatabilir, anormallestirebilir. Bunun
icin mesafeyi kisaltiniz.

CIHAZIN KULLANIM OMRU 10 YILDIR. C E

Uretici Firma

AYYILDIZ ELEKTRIKLI EV ESYALARI IMALAT VE PAZARLAMA A S.
Adres: Halkali cad. No0:228 Sefakéy-Istanbul-Tiirkiye

Fax  :0212 6930224

Web : www.goldmaster.com.tr E-mail : info@goldmaster.com.tr
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Thanks for choosing this wireless mouse & keyboard!
Please read and understand all safety instructions before use.

Packing content

OFFICE OFFICE Charger&
multimedia keyboard mouse receiver pedestal

0l @] =]

User manual Driver CD Two pairs of batteries




Product feature

High RF wireless technology

18 sets of strong office function

Built-in Mouse

Convenient multimedia keys design

800CPI resolution for mouse

4000 frames/second scan rate

5 buttons programmable design supports 32 sets of office hotkeys
Super wide wheel design, browse easily

Software installation

In order to achieve all the functions of hotkeys, it is important to install the driver software

of keyboard correctly. Please make use of the disc enclosed the product, and install it as

illustration below:

1. At first, please uninstall the other hotkeys driver of keyboard, which you do not use now
(if you have installed before), so as to avoid conflict.

[95)
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. Insert the disc in the CD-ROM, and then it will start-up the installing guide automatically.

Choose “next” to start installation. If the disc do not start-up the guide, the first method:

“start-run” ,and then choose right disc, for example “D:/Autorun” , click

please click
“Enter” to confirm and start-up installation. The second method: please click “My

computer-Driver CD” , and double click “setup.exe” to start-up installation.

. When the guide starts-up, please click “next” as illustration to finish installation in turn.
. The software will install in “C:/programs Files/Netropa” automatically.

. After installation, the PC will reset automatically. If not, please reset manually. After that,

you will see illustration “:¥a” in the toolbar, which shows “OFFICE multimedia

keyboard software” has been installed successfully.

]

. You can click “ ;¥ ” again to define your individualized hotkeys as 3D illustration,

which are used to start-up application or website.

. The software will not take up much system resource or decrease the processing speed,

which needs a small part of HDD space.




Battery user manual:

= Wireless mouse uses two rechargeable AAA (7#) Ni-H batteries;

= Wireless keyboard uses two AA (5#) alkaline batteries;

= If you do not use the wireless mouse and keyboard, please take out the batteries and keep
them in cool and dry place;

= The batteries enclosed the product are expendable, as presents, the batteries are beyond the
quality warranty;

= The charger of the mouse is only suitable for the AAA (7#) rechargeable Ni-H batteries.
Please do not charge other batteries like carbon and alkaline batteries, otherwise it will
cause leakage or breakage;

= [f the batteries were found leakage, stain, distortion or any other abnormity, please do not
use or charge them;

= If be not used for more than one year, the Ni-H batteries may be disabled, suggest you
discharge and recharge them sometimes.

Installing batteries into mouse

1. Push the buckle on the bottom of the mouse, with your thumb, as the arrow in the

picture, and then pull outside the mouse's battery cover to open it.

3. Replace the cover carefully.




Charge hint
A. Installing batteries into receiver

1. Push the buckle on the bottom of the mouse, with your thumb, as the arrow in the picture,

and then pull outside the mouse's battery cover to open it.

3. Replace the cover carefully.

B. Charge explanation
1. Connect to PC USB port

Connect to PC USB port

2. When the recharging is beginning, green light inside the lampshade will flash three
times slowly, it's indicating the recharge is in the self-inspection status.

3. If the result is normal, the green light will change into quick flash indicating the state
of recharging.

4. After finishing charging, the green light will light on regularly.

5. If abnormal, the green light will not flash slowly or can not change into quick flash
after three times' slow flash.




Installing batteries into keyboard The manual of receiver's indicating light

1. Push the buckle on the bottom of the keyboard, with your thumb, as the arrow in the 1. COM: communication light/low voltage warning light.
picture, and then pull outside the keyboard’s b atteryc overt oo peni t. = When receiving positive signals from the mouse or keyboard, the light will be shinning.
= When the wireless keyboard or mouse is low voltage, there's warning signal being sent
to the receiver, the COM indicating light will keep flashing until there's no warning

code in the signal.
2. NUM: Number lock-indicating light.
3. Caps: Capital lock-indicating light

4. Scroll: Scroll lock-indicating light.
5. OFFICE: OFFICE indicating light

3. Replace the cover carefully.




The establishment of communication channel between mouse /keyboard
and receiver

Up to 256 different communication channels are available between your keyboard and

receiver (communication channel can also be named ID), and the same as to the mouse

and receiver. Every time of establishing the communication channel, it will change the

former communication channel. Further, the communication channel of the keyboard and

mouse to the receiver is independent and different, which means one receiver can receive

signal only from one keyboard and one mouse. Under below circumstances, you should do

the “establishing communication channel” operation:

= Your first time uses the combo;

= Re-installation or after charging the batteries;

= Other people use the same keyboard and mouse, and their communication channel
happens to be the same as yours, which causes disturbance;

= Someone establishes communication channel operation on you combo unconsciously,
but fails

The establishment of communication channel between mouse and receiver

1. Press the CONNECT button at the bottom of
the mouse once (<2seconds).

2. Within 5 seconds, press the CONNECT button
on the receiver. Waiting for 10 seconds, if
succeed in communication, the mouse should
be used normally, at the same time the
communication indicator LED will light on. If
the mouse fails to work normally after 10
seconds, please repeat the previous step again.
Remarks: For the first step, if the pressing
time is longer than 3 seconds, the mouse will
be turned off manually; it will not change the
state of communication channel, so you do not

need to operate “The establishment of
communication channel between mouse and

receiver” again.




The establishment of communication channel between keyboard and receiver

1. Press the CONNECT button at the right side of the keyboard once (<2seconds).

CONNECT button

2. Within 5 seconds, press the CONNECT button on the receiver. Waiting for 10
seconds, if succeed in communication, the keyboard should be used normally, at the
same time the communication indicator LED will light on. If the keyboard fails to
work normally after 10 seconds, please repeat the previous step again.

The establishment of special feature function

The definition approach of “MSN” | “webcam” buttons :

1. When finish installing driver software, a small ico "--i will appear on the right bottom of
screen, which system defaults “MSN” | “webcam” as “pageup” and “page
down” .

2. Click the ico ¥ on the right bottom, and choose “Office Keyboard” and “configure
button” to open configuring window, as Picture One.

& Dffice Keyboard 4 s ] 4
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3. Choose “page up” to open custom window, and then choose “ launch application or
webcam 7 . Find “ MSN” software installed location from “ browse” and click
“OK” to save and exit as Picture Two. The configuration is finished. By the same
method, choose “ page down” to open custom window, and then choose “ launch

“webcam” software installed location from “browse”

application or webcam ” . Find
and click “OK” to save and exit. (Notice: Before you configure, please ensure that you
have installed “ MSN” , “ webcam” software. If not, please install “ MSN”
“ ”
webcam” and configure latter.)
E

Button Label:  |msnmegr

£ Functions
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4. Now, you can click “MSN” button and “webcam” button to land “MSN” and
“webcam” directly and conveniently.
Notice: If you uninstalled driver software, you should configure as Step One, Two and Three
again when you reload the driver software.
5. Another custom buttons also can be configured as the four steps. And the custom buttons can

be defined among the thirty-two teams of functions freely as Picture Three.

Configure Button 3 x|
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The small keys
The sleep of mouse:
The mouse will be into sleep status after stop using about 8 minutes
The wake up of button:

In the sleep status, press a button or roll the wheel, you will wake up your mouse to work

on.
The close of mouse:
In order to take conveniently, the mouse will be turned off after press connect button

about 3 seconds. And press connect button to turn on again.

Troubleshooting

= Make sure you have connected the receiver to computer correctly.

= Make sure you have installed the batteries correctly.

= Establish communication channel between the mouse(keyboard) and the receiver again.

= Shorten the distance between the receiver and the mouse (keyboard).
= Check the voltage of batteries if it is sufficient

= Relieve the closed status of the mouse.

Working condition

For optimal performance, place the receiver at least 20 centimeters away from the PC case,
monitor, external disk drive, or other electrical devices, just to prevent disturbance

Radio wave can penetrate through non-metallic objects like: wood, mirror, etc, and radiates
signals full 360 degree direction, but it can not penetrate through metallic objects, so
keyboard and mouse and receiver should not be placed on metal desktop, and suggest
placing them at least 20 centimeters away from such metal objects.

Between the mouse and receiver, or the keyboard and receiver, there should not be big metal
plate which will affect the transmittability and the receive of radio signals.

Optical mouse can be used on colorful surface and different materials, such as wood, paper,
cloth, etc. But please note the desktop should not be glass, mirror alike or such lubricous flat,
which strongly reflect the light. In such circumstances, please use mouse pad or normal
white paper under the mouse instead.

We give the standard to test receiving distance based in the normal radio wave interference
circumstance. Generally the distance is longer, but if there are stir machine, motor, and
electric drill, etc, the interference nearby may cause the cursor moving slowly, abnormally,
etc. Then you can shorten the distance to resolve it.




