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OFFICE
multimedia klavye OFFICE mouse

Şarj aleti ve
Alıcı ayağı

Kullanma Kılavuzu Sürücü Cd’si İki çift pil

Ürünümüzü seçtiğiniz için teşekkür ederiz.

Kullanım öncesi kılavuzu okuyunuz.

Paket İçeriği
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Yüksek RF wireless teknolojisi

18 office fonksiyon tuşu

Dahili Mouse

Kullanışlı multimedya tuşları tasarımı

Mouse için 800CPI çözünürlük

4000 frames/sn tarama oranı

32 office kısayolunu destekleyen 5 programlamlanabilir tuş

Ürün Özellikleri

Sürücü Kurulumu

Kısayol tuşları fonksiyonlarından tam olarak faydalanmak için, klavye
sürücü kurulumunu mutlaka yapınız. Paket içerisindeki CD’nin kurulumunu
yapmak için aşağıdaki adımları takip ediniz:
1. Oluşabilecek herhangi bir problemi önlemek için, bilgisayarınızdaki
daha önceden kullanılan klavye sürücülerini kaldırınız.

2. Cd’yi CD-ROM sürücüye takınız. CD otomatik olarak çalışacaktır. İlk pencerede tanıtım ve
bazı seçili maddeler vardır. Kurulum ve hedef seçmek için, kurulum işlemi otomatik olarak
başlayacaktır. Eğer CD otomatik olarak başlamaz ise, Başlat>Çalıştır kısmını seçiniz ve doğru
sürücüyü seçerek programı başlatınız ya da Bilgisayarımdan CD sürücüyü seçip, set up kısmına
tıklayarak programı başlatınız.
3. Penceredeki talimatları takip ediniz, kurulumu bitirmek için NEXT
kısmına tıklayınız.
4. Kurulum otomatik olarak aşağıdaki adrese yapılacaktır.

5. Kurulum tamamlandıktan sonra, bilgisayarınızı yeniden başlatınız. Görev çubuğunun
sağ kısmında simgesi görüldüğünde, Office Multimedia Klavye sürücüsü kurulmuş
demektir.
6. Bu simgeyi tıklayarak kısayol tuşlarını, istediğiniz bir uygulama ya da istediğiniz bir
websitesi olarak ayarlayabilirsiniz.
7. Bu program, hard diskinizde oldukça az yer kaplayacaktır.

C:\Programs Files\Netropa
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1. Mouse’un alt kısmındaki parçayı şekilde gösterilen ok yönünde itiniz. Daha sonra mouse

batarya kapağını çekiniz.

2. İki adet şarj edilebilir AAA Ni-H pilleri gösterildiği gibi takınız.

3. Batarya kapağını tekrar kapatınız.

4

Kablosuz mouse iki adet şarj edilebilir AAA (7#) Ni-H pil kullanmaktadır.

Kablosuz klavye iki adet AA (5#) alkaline pil kullanmaktadır.

Kablosuz mouse ya da klavyeyi kullanmıyorsanız, pillerini çıkarınız soğuk ve kuru bir yerde

muhafaza ediniz.

Piller garanti kapsamı dışındadır.

Mouse şarj aleti yalnızca AAA (7#) şarj edilebilir Ni-H piller ile uyumludur.

Pillerde herhangi bir akıntı, sızıntı varsa, pilleri kullanmayınız ve şarj etmeyiniz.

Eğer bir yıldan fazla kullanmamış iseniz, Ni-H piller etkisiz duruma gelmiş olabilirler. Bunun için

arada bir şarj ve deşarj edilmesi önerilir.

Pil Kullanımı Pilleri Mouse’a Takma



1. Alt kısımdaki parçayı, resimde gösterildiği gibi tırnağınız ile itiniz ve batarya kapağını

açınız.

2. İki adet şarj edilebilir AAA Ni-H pilleri şekilde gösterildiği gibi takınız.

3. Batarya kapağını dikkatlice kapatınız.
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1. USB portu bilgisayara takınız.

2. Şarj başladığı zaman, iç kısımdaki yeşil ışık yavaş bir şekilde üç kez yanıp sönecektir.

Bu şarj işleminin denetlenmesi anlamındadır.

3. Eğer durum normal ise, ışık şarj durumunu simgelemek için hızlı bir şekilde yanıp sönmeye

başlayacaktır.

4. Şarj işlemi bittikten sonra ışık normak yanacaktır.

5. Işık yavaş bir şekilde yanıp sönmez ya da hızlı yanıp sönme durumuna geçmez ise, anormal

bir durum var demektir.

USB portu bilgisayara takma

A. Alıcı Pillerini Takma

B. Şarj Açıklaması
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1. COM: iletişim ışığı/düşük voltaj uyarı ışığı

Mouse ya da klavyeden pozitif sinyal alındığı zaman, ışık yanacaktır.

2. NUM: Sayı tuşları simgesi

3. Caps: Büyük harf simgesi

4. Scroll: Scroll lock simgesi

5. OFFICE: OFFICE simgesi

1. Alt kısımdaki parçayı, resimde gösterildiği gibi tırnağınız ile itiniz ve batarya kapağını

çekerek açınız.

2.İki adet AA pili şekilde gösterildiği gibi yerleştiriniz.

3. Batarya kapağını dikkatlice kapatınız.

Klavye Pillerini Takma
Alıcı ışık simge anlamları

Kablosuz mouse ya da klavye düşük voltajlı ise, alıcıya uyarı sinyali gönderilcektir.
COM ışığı, sinyaldeki uyarı kodu yok oluncaya kadar devam edecektir.
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1. Mouse’un alt kısmındaki CONNECT tuşuna

basınız. (<2 saniye).

2. 5 saniye içinde, alıcıdaki CONNECTtuşuna

basınız. 10 saniye bekleyiniz, Eğer bağlantı

kurulmuş ise, mouse normal olarak çalışacaktır.

Aynı zamanda Bağlantı LED’i yanacaktır. Eğer

bağlantı yapılmaz ise, adımları tekrar uygulayınız.

İlk kullanımınız ise;

Tekrar kurulum ya da batarya şarjı sonrası ise;

Başka kişiler aynı mouse ve klavyeyi kullanmış, onların bağlantısı ile karışıklık oluşmuş ise;
Başka kişiler sizin bağlantınızı farkında olmadan kurmuş ve başarısız olmuş ise

Mouse/Klavye ve Alıcı Arasında Bağlantının Sağlanması

Klavye ve alıcı arasında 256’nın üzerinde bağlantı kanalı (ID) vardır. Bu durum mouse ve
alıcı içinde aynıdır. Her bir kanal atama işleminde, bir önceki kanal atama değişecektir.
Ayrıca, mouse ve klavye alıcı bağlantısı farklı ve birbirinden bağımsızdır. Bunun anlamı
alıcı klavye ve mouse’tan sinyal alabilir. demektir. Aşağıdaki durumlarda, bağlantıyı yapabilirsiniz;

Mouse ve Alıcı Arasında Bağlantı Kurulması

Hatırlatma: İlk adım için, 3 saniyeden daha uzun
basarsanız, mouse manuel olarak kapacak ve bağlantı
kanalı durumunu değiştirmeyecektir. Mouse ve alıcı
arasında kanal bağlantısı yapmanıza gerek kalmayacaktır.
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1.Klavyenin sağ tarafındaki CONNECT tuşuna bir kez basınız (< 2 saniye).

2. 5 saniye içinde, alıcıdaki CONNECT tuşuna basınız. 10 saniye bekleyiniz, Eğer

bağlantı kurulmuş ise, klavye normal olarak çalışacaktır. Aynı zamanda Bağlantı LED’i

yanacaktır. Eğer bağlantı yapılmaz ise, adımları tekrar uygulayınız.

Klavye ve Alıcı Arasında Bağlantı Kurulması

CONNECT Tuşu

Özel Fonksiyonların Ayarı

1. Sürücü tamamen kurulduktan sonra, görev çubuğunun sağ alt köşesinde simgesi
görülecektir. Bu durumda sistem varsayılanları; MSN’i ‘page up’, fonksiyonu, Webcam’i
de ‘page down’ fonksiyonu şeklindedir.

2. Simgesine tıklayıp, ‘Office Keyboard’ kısmını seçiniz aşağıda görülen tuş
yapılandırma penceresi görülecektir.



1514

Eğer sürücü yazılımını kaldırıp, tekrar kurarsanız, aynı adımları tekrar ediniz.Uyarı:

3. Kullanıcı penceresini açmak için ‘page up’ kısmını seçiniz. ‘ Launch Aplicatios or Website’
kısmını seçiniz ve daha sonra MSN programı pozisyonunu göstermek için Browse kısmına
tıklayınız. Son olarak ayarları kaydetmek ve bu pencereden çıkmak için Ok’yi tıklayınız.
MSN fonksiyonu başarılı bir şekilde ayarlanmış olacaktır. Aynı işlemi ‘www Forward’ kısmını
seçerek Webcam için yapınız. Webcam fonksiyonu ayarlanmış olacaktır. ( Hatırlatma: Ayarları
yapmadan önce, bilgisayarınızda MSN ya da Webcam yazılımlarının olduğundan emin olunuz.
Eğer yok ise, öncelikler MSN ve Webcam kurulumlarını yapınız, daha sonra bu ayarları gerçekleştiriniz.)

4. MSN ve Webcam kullanımına doğrudan ulaşmak için, MSN ve Webcam tuşlarını
kullanabilirsiniz.

5. Kullanıcı tuşları aynı adımlara göre yapılır. Kullanıcı tuşları fonksiyonlar arasından
resimdeki gibi belirlenebilir;
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Mouse Uyku Modu

Kullanım 8 dakikadan fazla olarak durdurulursa, mouse uyku moduna girecektir.

Mouse’u Uyandırma :

Uyku modunda, herhangi bir tuşa basarak ya da tekerleği çevirerek mouse’u uyku modundan

çıkarabilirsiniz

Mouse’u kapatma

Alıcıyı bilgisayara doğru bir şekilde bağladığınızdan emin olunuz.

Pilleri doğru bir şekilde taktığınızdan emin olunuz.

Mouse/klavye ve alıcı arasındaki bağlantıyı doğru yapınız.

Alıcı ve mouse/klavye arasındaki mesafeyi azaltınız.

Batarya voltajlarının yeterli olup olmadığını kontrol ediniz.

Connect tuşuna 3 saniye kadar basarsanız mouse kapanacaktır. Tekrar bastığınızda
açılacaktır.

Pratik Çözümler

Çalışma Şartları

Karışmaları önlemek ve normal bir performanss sağlamak için, alıcıyı, bilgisayar kasası,
monitör, harici disk sürücü ya da diğer elektriksel cihazlardan en az 20cm uzağa koyunuz.

Radyo dalgaları metal cisimlere nüfuz edemeyeceği için, mouse, klavye ve alıcı yakınına
metal bir cisim koymayınız.

Alıcı, klavye ve mouse arasına metal cisimler koymayınız.

Verilen mesafeler normal radyo dalgaları karışması şartları altında test edilmiştir.
Genellikle mesafe uzaktır, eğer motor, makine gibi karışıklığa neden olacak
cihazlar var ise, bu mouse hareketlerini yavaşlatabilir, anormalleştirebilir. Bunun
için mesafeyi kısaltınız.

Üretici Firma
AYYILDIZ ELEKTRİKLİ EV EŞYALARI İMALAT VE PAZARLAMA A.Ş.
Adres: Halkalı cad. No:228 Sefaköy-İstanbul-Türkiye
Fax : 0212 6930224
Web : E-mail :www.goldmaster.com.tr info@goldmaster.com.tr

CİHAZIN KULLANIM ÖMRÜ 10 YILDIR.
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OFFICE
multimedia keyboard OFFICE mouse

Charger&
receiver pedestal

User manual Driver CD Two pairs of batteries

Thanks for choosing this wireless mouse & keyboard!

Please read and understand all safety instructions before use.



2. Insert the disc in the CD-ROM, and then it will start-up the installing guide automatically.

Choose next to start installation. If the disc do not start-up the guide, the first method:

please click start-run ,and then choose right disc, for example D:/Autorun , click

Enter to confirm and start-up installation. The second method: please click My

computer-Driver CD , and double click setup.exe to start-up installation.

3. When the guide starts-up, please click next as illustration to finish installation in turn.

4. The software will install in C:/programs Files/Netropa automatically.

5. After installation, the PC will reset automatically. If not, please reset manually. After that,

you will see illustration in the toolbar, which shows OFFICE multimedia

keyboard software has been installed successfully.

6. You can click again to define your individualized hotkeys as 3D illustration,

which are used to start-up application or website.

7. The software will not take up much system resource or decrease the processing speed,

which needs a small part of HDD space.
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In order to achieve all the functions of hotkeys, it is important to install the driver software

of keyboard correctly. Please make use of the disc enclosed the product, and install it as

illustration below:

1. At first, please uninstall the other hotkeys driver of keyboard, which you do not use now

(if you have installed before), so as to avoid conflict.

High RF wireless technology

18 sets of strong office function

Built-in Mouse

Convenient multimedia keys design

800CPI resolution for mouse

4000 frames/second scan rate

5 buttons programmable design supports 32 sets of office hotkeys

Super wide wheel design, browse easily
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1. Push the buckle on the bottom of the mouse, with your thumb, as the arrow in the

picture, and then pull outside the mouse's battery cover to open it.

2. Insert two AAA rechargeable Ni-H batteries as show inside the battery compartment.

3. Replace the cover carefully.

4

Wireless mouse uses two rechargeable AAA (7#) Ni-H batteries;

Wireless keyboard uses two AA (5#) alkaline batteries;

If you do not use the wireless mouse and keyboard, please take out the batteries and keep

them in cool and dry place;

The batteries enclosed the product are expendable, as presents, the batteries are beyond the

quality warranty;

The charger of the mouse is only suitable for the AAA (7#) rechargeable Ni-H batteries.

Please do not charge other batteries like carbon and alkaline batteries, otherwise it will

cause leakage or breakage;

If the batteries were found leakage, stain, distortion or any other abnormity, please do not

use or charge them;

If be not used for more than one year, the Ni-H batteries may be disabled, suggest you

discharge and recharge them sometimes.



1. Push the buckle on the bottom of the mouse, with your thumb, as the arrow in the picture,

and then pull outside the mouse's battery cover to open it.

2. Insert two AAA rechargeable Ni-H batteries as show inside the battery compartment.

3. Replace the cover carefully.
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1. Connect to PC USB port

2. When the recharging is beginning, green light inside the lampshade will flash three

times slowly, it's indicating the recharge is in the self-inspection status.

3. If the result is normal, the green light will change into quick flash indicating the state

of recharging.

4. After finishing charging, the green light will light on regularly.

5. If abnormal, the green light will not flash slowly or can not change into quick flash

after three times' slow flash.

Connect to PC USB port
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1. COM: communication light/low voltage warning light.

When receiving positive signals from the mouse or keyboard, the light will be shinning.

When the wireless keyboard or mouse is low voltage, there's warning signal being sent

to the receiver, the COM indicating light will keep flashing until there's no warning

code in the signal.

2. NUM: Number lock-indicating light.

3. Caps: Capital lock-indicating light

4. Scroll: Scroll lock-indicating light.

5. OFFICE: OFFICE indicating light

1. Push the buckle on the bottom of the keyboard, with your thumb, as the arrow in the

picture, and then pull outside the keyboard s b atteryc overt oo peni t.

2. Insert two AA batteries as show inside the battery compartment.

3. Replace the cover carefully.
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1. Press the CONNECT button at the bottom of

the mouse once (<2seconds).

2. Within 5 seconds, press the CONNECT button

on the receiver. Waiting for 10 seconds, if

succeed in communication, the mouse should

be used normally, at the same time the

communication indicator LED will light on. If

the mouse fails to work normally after 10

seconds, please repeat the previous step again.

For the first step, if the pressingRemarks:

time is longer than 3 seconds, the mouse will

be turned off manually; it will not change the

state of communication channel, so you do not

need to operate The establishment of

communication channel between mouse and

receiver again.

Up to 256 different communication channels are available between your keyboard and

receiver (communication channel can also be named ID), and the same as to the mouse

and receiver. Every time of establishing the communication channel, it will change the

former communication channel. Further, the communication channel of the keyboard and

mouse to the receiver is independent and different, which means one receiver can receive

signal only from one keyboard and one mouse. Under below circumstances, you should do

the establishing communication channel operation:

Your first time uses the combo;

Re-installation or after charging the batteries;

Other people use the same keyboard and mouse, and their communication channel

happens to be the same as yours, which causes disturbance;

Someone establishes communication channel operation on you combo unconsciously,

but fails
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The definition approach of MSN , webcam buttons :

1. When finish installing driver software, a small ico will appear on the right bottom of

screen, which system defaults MSN , webcam as page up and page

down .

2. Click the ico on the right bottom, and choose Office Keyboard and configure

button to open configuring window, as Picture One.

1. Press the CONNECT button at the right side of the keyboard once (<2seconds).

2. Within 5 seconds, press the CONNECT button on the receiver. Waiting for 10

seconds, if succeed in communication, the keyboard should be used normally, at the

same time the communication indicator LED will light on. If the keyboard fails to

work normally after 10 seconds, please repeat the previous step again.
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4. Now, you can click MSN button and webcam button to land MSN and

webcam directly and conveniently.

If you uninstalled driver software, you should configure as Step One, Two and ThreeNotice:

again when you reload the driver software.

5. Another custom buttons also can be configured as the four steps. And the custom buttons can

be defined among the thirty-two teams of functions freely as Picture Three.

3. Choose page up to open custom window, and then choose launch application or

webcam . Find MSN software installed location from browse and click

OK to save and exit as Picture Two. The configuration is finished. By the same

method, choose page down to open custom window, and then choose launch

application or webcam . Find webcam software installed location from browse

and click OK to save and exit. (Notice: Before you configure, please ensure that you

have installed MSN , webcam software. If not, please install MSN ,
webcam and configure latter.)
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For optimal performance, place the receiver at least 20 centimeters away from the PC case,

monitor, external disk drive, or other electrical devices, just to prevent disturbance

Radio wave can penetrate through non-metallic objects like: wood, mirror, etc, and radiates

signals full 360 degree direction, but it can not penetrate through metallic objects, so

keyboard and mouse and receiver should not be placed on metal desktop, and suggest

placing them at least 20 centimeters away from such metal objects.

Between the mouse and receiver, or the keyboard and receiver, there should not be big metal

plate which will affect the transmittability and the receive of radio signals.

Optical mouse can be used on colorful surface and different materials, such as wood, paper,

cloth, etc. But please note the desktop should not be glass, mirror alike or such lubricous flat,

which strongly reflect the light. In such circumstances, please use mouse pad or normal

white paper under the mouse instead.

We give the standard to test receiving distance based in the normal radio wave interference

circumstance. Generally the distance is longer, but if there are stir machine, motor, and

electric drill, etc, the interference nearby may cause the cursor moving slowly, abnormally,

etc. Then you can shorten the distance to resolve it.
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The sleep of mouse

The mouse will be into sleep status after stop using about 8 minutes

The wake up of button

In the sleep status, press a button or roll the wheel, you will wake up your mouse to work

on.

The close of mouse

In order to take conveniently, the mouse will be turned off after press connect button

about 3 seconds. And press connect button to turn on again.

Make sure you have connected the receiver to computer correctly.

Make sure you have installed the batteries correctly.

Establish communication channel between the mouse(keyboard) and the receiver again.

Shorten the distance between the receiver and the mouse (keyboard).

Check the voltage of batteries if it is sufficient

Relieve the closed status of the mouse.


